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Description of the type nomenclature of the Unidrive M series 
 

 Nomenclature Unidrive M series 
Example:  M700  

I 
-  03  

II 
 2  
III 

00050 
IV 

 A10  
V 

 1  
VI 

 ##  
VII 

##### 
VIII 

 

I Basic series M600 no encoder option 
M700 Ethernet option, lead product 
M701 RS-485 option 
M702 Ethernet option, 2xSTO 

II Frame size 03 04 06 05 07 

III Voltage 
rating 

2: 200 V 4: 400 V 2: 200 V 4: 400 V 2: 200 V 4: 400 V 5: 575 V 2: 200 V 4: 400 V 5: 575 V 2: 200 V 4: 400 V 5: 575 V 6:690 V 

IV Current 
rating / 
Model type 
(amps x 10) 

00050 /  
(GT032X02) 
00066 /  
(GT032X04) 
00080 /  
(GT032X06) 
00106 /  
(GT032X08) 

00025 /  
(GT034X02) 
00031 /  
(GT034X04) 
00045 /  
(GT034X06) 
00062 /  
(GT034X08) 
00078 /  
(GT034X10) 
00100 /  
(GT034X12) 

00137 /  
(GT052X02) 
00185 /  
(GT052X04) 
 

00150 /  
(GT054X02) 
00172 /  
(GT054X04) 
 

00330 /  
(GT072X02) 
00440 /  
(GT072X04) 
 

00350 /  
(GT074X02) 
00420 /  
(GT074X04) 
00470 /  
(GT074X06) 

00100 /  
(GT075X02) 
00150 /  
(GT075X04) 
00190 /  
(GT075X06) 
00230 /  
(GT075X08) 
00290 /  
(GT075X10) 
00350 /  
(GT075X12) 

00250 /  
(GT062X02) 
 
 

00270 /  
(GT064X02) 
00330 /  
(GT064X04) 

00030 /  
(GT065X02) 
00040 /  
(GT065X04) 
00069 /  
(GT065X06) 
 

00610 /  
(GT092X02) 
00750 /  
(GT092X04) 
00830 /  
(GT092X06) 
 

00660 /  
(GT094X02) 
00770 /  
(GT094X04) 
01000 /  
(GT094X06) 

00440 /  
(GT095X02) 
00550 /  
(GT095X04) 
 

00190 /  
(GT096X02) 
00240 /  
(GT096X04) 
00290 /  
(GT096X06) 
00380 /  
(GT096X08) 
00440 /  
(GT096X10) 
00540 /  
(GT096X12) 

V Drive Format A: AC in, AC out; Non-Modular 
1: Reserved 
0: Reserved 

VI Documentati
on 

0: Documentation delivered separately. This option will be used by OEM customers. 
1 to 9: English original or a translation or a combination. 

VII Customer 
code 

May be followed by up to two numbers which indicate the customer (STO will not be influenced). 

VIII Custom 
variation 

May be followed by up to five numbers and/or letters which indicate optional features (STO will not be influenced). 
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